LABELLE SUPPLY CO. LTD.

Barge Adhesive Applications

SHOE MATERIALS

CEMENT TO BE USED

Surface Barge® Barge®
Upper Materials Preparation Super-Stik All Purpose
Leather Wire Brush Rough Yes Yes
Fabric Scuff Sand Yes Yes
Vinyl Wash-Super-Stik Thinner Yes No
Polyurethane Sand Yes Possible
Nylon Wire Brush Rough Primer Required Possible
Surface Barge® Barge®
Soling Materials Preparation Super-Stik All Purpose
Leather Wire Brush Rough Yes Yes
PVC Wash-Super-Stik Thinner Yes No
Polyurethane Sand/Wire Brush Rough Yes Possible
Nylon Wire Brush Rough Primer Required Primer Required
Synthetic Rubber Wire Brush Rough/Sand Primer Required Yes
Composition Slab Wire Brush Rough/Sand Primer Required Yes
EVA Wire Brush Rough/Sand Primer Required Yes
Gum Rubber Wire Brush Rough/Sand Primer Required Yes
Plastic Sand Primer Required Possible
Wood None Primer Required Yes
BARGE BARGE BARGE BARGE BARGE Barge
All Purpose Super Speed Super-Stik Rubber Press Primer
Properties Cement Cement Cement Cement Cement
3/40z.,20z., Quarts Pints Quarts Quarts Gallons
Available in Qts.,Gals., and and and and
5's, 55' Gallons Quarts Gallons Gallons
Specially Fast Dry. Designed for A temporary For repairing Primes leather and rubber
designed for No stitching permanent bonding agent box toes and prior to application of
sole attaching. required. Easy | bond of PVC for sock linings heel counters. cement to improve bond.
Easy spread, brushing. or holding sole Can be used Penetrates deeply to lock
Other long tack, Used for Polyurethane prior to as binder when and reinforce fibers.
Information flexible. patches or outsoles to stitching. mixed with Waterproofs.
Strong bond on | heel linings. vinyl or other Installing sawdust or wood flour | Increases adhesion.
contact. manmade zippers,cork filler. | for shank and heel
Waterproofs. material. fitting.
BARGE BARGE BARGE BARGE BARGE BARGE
Reducer/ All Purpose Super Speed RQ/VS Rubber Ketone/ All Purpose
Cleaner Thinner Thinner Thinner Cement RQ/VS Thinner
Thinner Thinner
Dry Time 15 min. 15 min. 5 min. 5 min. Wet Bond 15 min.
Green Good Fair Good Wet Bond Good
Strenath
Open Time 4 hrs. 4 hrs. 15 min. 10-20 min. Wet Bond 4 Hrs.
% Solids 25.0 25.0 15.0 7.5 16.0 17.5
Viscosity-cps 4,200 3,250 1,390 1,700 2,000 450
WI/G in Pounds 7.60 7.85 7.18 5.97 7.20 7.66
Colour Tan Dark Tan Off White Hazy Off White Hazy Water White Clear Tan
Flammability Flammable Flammable Extremely Sxiremely Flammable Flammable
Flammable Flammable
Flash Point 25°F 24°F 1°F o°F 12°F 21°F
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